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Pneumatic Piston Actuator (Linear Motion)

M820 Pneumatic Piston Actuator (Linear Motion)

The M820 pneumatic piston actuator is the pneumatic drive unit for MCV100, MCV200 and MCV300 Series control valves. It is mainly used

for high-pressure and high-differential-pressure control and shutoff valves and features high supply-pressure capability, high output force, compact size, high thrust and high reliabilty.

The actuator is available in single-acting and double-acting constructions; the single-acting type is available in direct-acting and reverse-acting action modes.

Model designation:

Type-Model: Direct-Acting - M820D; Reverse-Acting - M820R; Double-Acting - M820S

Main Compaonent Materials Main Technical Parameters
Cylinder 20# Carbon Steel / 304 Stainless Steel (Optional) Supply Pressure 0.4~0.8MPa
Piston 20# Carhon Stee! Al Suply Connection Rel/d R 3/8  Femak Thread
foney Sem 304 Ambjent Temperature - 30~+70°C
Yoke WCB Spring Range 150-250  200-350 kPa
Seal Ring Polyurethane Positioner, Air Filter Regulator,
Aocessiries Lock-Up Valve, Pneumatic Booster, Solenoid
Guide Ring Filled PTFE Tape Valve, Limit Switch, Handwheel Mechanism
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