M870
Dechrichable Wor-Gear Manual Operator
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M870 Declutchable Worm-Gear Manual Operator

The M870 declutchable worm-gear manual operator is used with MT quarter-tum pneumatic piston actuators for butterfly valves, ball

valves, plug valves and other 90° quarter-tum pneumatic valves, providing pneumaticimanual changeover or mechanical limitation of valve opening.

O Main Features

o Compact, lightweight, rational construction and modern appearance.

o Standard connection to MT pneumatic piston actuator for easy installation.

o Pulling out or locking the travel lock and rotating the eccentric device engages or disengages worm and worm gear, enabling pneumatic/manual changeover with convenient,

reliable operation.

OTechnical Parameters
Model Gear Tooth Ratio Input Torque N-m Output Torque N-m Weight kg
M871 26: 1 70 300 8
M872 38: 1 60 550 12
M873 54: 1 120 1200 18
M874 80: 1 140 2000 35
M875 78: 1 200 3600 49
M876 98: 1 300 9000 156
M877 100: 1 400 13000 190
M878 118: 1 900 22100 540
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Overall Dimension Draing
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M870

/WMED T/ Declutchable Worm-Gear Manual Operator
0 Overall Dimensions mm
Speifcaon d b t Dl | F | D2 | G A H E | D3 I D4 | J K L B C D
M871 | 22 6 204 - - | 70 | M8 | 70 | 99 [50.5| - - | 70 | &9 2?))0 155 | 160 | 145 | 110
26 | 8 |293| 70 | M8 | - - | 100 70 | 9| - =
M872 117 | 65 240)0 195 | 195 | 175 | 140
38 | 10 |41.3| - - | 102 | M10 | 110 = - | 102 | b 12
38 | 10 |41.3| 125 [ M12| - - 125 | 14| - -
M873 130 | 118 | 85 3?))0 205 | 235 | 215 | 180
48 | 14 |51.8| — — | 140 | M16 - - | 140 | $ 18
48 | 14 |51.8| 140 [ M16| - = 140 | 18| - =
M874 156 | 148 | 124 440)0 245 | 320 | 298 | 250
60 | 18 |64.4| — - | 165 | M20 = - | 165 | b 22
60 | 18 |64.4| 165 | M20| - = 165 | 22| - - = = . = =
M875 220 | 150 | 142
80 | 18 |84.4| — N - = N - - N ¢ 265 | 360 | 340 | 285
600
M876 | 80 | 18 |84.4| 165 [M20| - - | 230 | 195 | 229 | 165 | b22| - = 840)0 410 | 550 | 530 | 460
M877 | 100 | 20 |105.3| 254 |M16| - - | 300|195 | 258|254 | 18| - - 8;1))0 430 | 605 | 585 | 520
120 | 32 [129.3| 356 | M30| — — | 445|250 | 391 | 356 | b32| - - l(j:)O 550 | 900 | 870 | 800
M878
180 | 45 | 196 | 483 |M36| — - | 600 | 275 | 390 | 483 | 39| - = 62)0 600 [1050| 900 | 850
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