
Corrosion-Resistant Material Selection

Corrosion-Resistant Material Selection Chart

Table 1

262

Fluid
name

Carbon
steel

Cast
steel

304/302
SS

316
SS Copper Monel Hastelloy

B
Hastelloy

C
Durimet

20 Titanium Co-base
alloy 6

416
SS

440C
hard SS

17-4
PH

Acetaldehyde A A A A A A I/L A A I/L I/L A A A

Acetic acid
gas C C B B B B A A A A A C C B

Acetic acid
vapor C C A A A A A A A A A C C B

Acetic acid
steam C C A A B B I/L A B A A C C B

Acetone A A A A A A A A A A A A A A

Acetylene A A A A I/L A A A A I/L A A A A

Alcohol A A A A A A A A A A A A A A

Aluminum sulfate C C A A B B A A A A I/L C C I/L

Ammonia A A A A C A A A A A A A A I/L

Ammonium
chloride C C B B B B A A A A B C C I/L

Ammonium
nitrate A C A A C C A A A A A C B I/L

Ammonium
phosphate
monobasic

C C A A B B A A B A A B B I/L

Ammonium
sulfate C C B A B A A A A A A C C I/L

Ammonium
sulfite C C A A C C I/L A A A A B B I/L

Aniline C C A A C B A A A A A C C I/L

Benzene A A A A A A A A A A A A A A
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Table 2

Material

Fluid
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Carbon
steel

Cast
steel

304/302
SS

316
SS Copper Monel Hastelloy

B
Hastelloy

C
Durimet

20 Titanium Co-base
alloy 6

416
SS

440C
hard SS

17-4
PH

Benzoic acid C C A A A A I/L A A A I/L A A A

Boric acid C C A A A A A A A A A B B I/L

Butane A A A A A A A A A I/L A A A A

Calcium chloride B B C B C A A A A A I/L C C I/L

Calcium hypochlorite C C B B B B C A A A I/L C C I/L

Phenol
carbolic acid B B A A A A A A A A A I/L I/L I/L

Carbon dioxide
dry A A A A A A A A A A A A A A

Carbon dioxide
wet C C A A B A A A A A A A A A

Carbon dioxide A A A A C B A A A A A B B I/L

Carbon tetrachloride B B B B A A B A A A I/L C A I/L

Carbonic acid C C B B B A A A A I/L I/L A A A

Chlorine
dry A A B B B A A A A C B C C C

Chlorine
wet C C C C C C C B C A B C C C

Chlorine
liquid C C C C B C C A B C B C C C

Chromic acid C C C B C A C A C A B C C C

Coke-oven gas A A A A B B A A A A A A A A

Copper sulfate C C B B B C I/L A A A I/L A A A

Ethane A A A A A A A A A A A A A A

Ether B B A A A A A A A A A A A A

Ethyl chloride C C A A A A A A A A A B B I/L

Ethylene A A A A A A A A A A A A A A
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Table 3

Material

Fluid
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Carbon
steel

Cast
steel

304/302
SS

316
SS Copper Monel Hastelloy

B
Hastelloy

C
Durimet

20 Titanium Co-base
alloy 6

416
SS

440C
hard SS

17-4
PH

Ethylene glycol A A A A A A I/L I/L A I/L A A A A

Ferric chloride C C C C C C C B C A B C C I/L

Formaldehyde B B A A A A A A A A A A A A

Formic acid I/L C B B A A A A A C B C C B

Freon
wet B B B A A A A A A A A I/L I/L I/L

Freon
dry B B A A A A A A A A A I/L I/L I/L

Furfural A A A A A A A A A A A B B I/L

Gasoline
refined A A A A A A A A A A A A A A

Hydrochloric
acid

vapor
C C C C C C A B C C B C C C

Hydrochloric
acid
free

C C C C C C A B C C B C C C

Hydrofluoric
acid

vapor
B C C B C C A A B C B C C C

Hydrofluoric
acid
free

A C C B C A A A B C I/L C C I/L

Ammonia gas A A A A A A A A A A A A A A

Hydrogen
peroxide I/L A A A C A B B A A I/L B B I/L

Hydrogen
sulfide
liquid

C C A A C C A A B A A C C I/L

Magnesium
hydroxide A A A A B A A A A A A A A I/L

Methyl ethyl
ketone

butanone
A A A A A A A A A I/L A A A A

Natural gas A A A A A A A A A A A A A A

Nitric acid C C A B C C C B A A C C C B

Oxalic acid C C B B B B A A A B B B B I/L

Oxygen A A A A A A A A A A A A A A
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Table 4

Material

Fluid
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Carbon
steel

Cast
steel

304/302
SS

316
SS Copper Monel Hastelloy

B
Hastelloy

C
Durimet

20 Titanium Co-base
alloy 6

416
SS

440C
hard SS

17-4
PH

Methanol A A A A A A A A A A A A B A

Petroleum lube
oil

refined
A A A A A A A A A A A A A A

Phosphoric acid
vapor C C A A C C A A A B A C C I/L

Phosphoric acid
free C C A A C B A A A B A C C I/L

Phosphoric acid
steam C C B B C C A I/L A B C C I/L

Picric acid C C A A C C A A A I/L I/L B B I/L

Potassium chlorite B B A A B B A A A A I/L C C I/L

Potassium hydroxide B B A A B A A A A A I/L B B I/L

Propane A A A A A A A A A A A A A A

Rosin B B A A A A A A A I/L A A A A

Sodium acetate A A B A A A A A A A A A A A

Sodium carbonate A A A A A A A A A A A B B A

Sodium chloride C C B B A A A A A A A B B B

Sodium chromate A A A A A A A A A A A A A A

Sodium hydroxide A A A A C A A A A A A B B A

Sodium hypochlorite C C C C B-C B-C C A B A I/L C C I/L

Sodium thiosulfate C C A A C C A A A A I/L B B I/L

Tin(II) chloride B B C A C B A A A A I/L C C I/L

Stearic acid A C A A B B A A A A B B B I/L

Sulfate solution
black (as
printed)

A A A A C A A A A A A I/L I/L I/L
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Table 5

Material

Fluid

A: recommended; B: use with caution; C: not recommended; I/L: data unavailable.

Source cited in original: ISA Handbook of Control Valve.
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Carbon
steel

Cast
steel

304/302
SS

316
SS Copper Monel Hastelloy

B
Hastelloy

C
Durimet

20 Titanium Co-base
alloy 6

416
SS

440C
hard SS

17-4
PH

Sulfur A A A A C A A A A A A A A A

Hydrogen
disulfide
dry (as
printed)

A A A A A A B A A A A B B I/L

Sulfur dioxide
dry A A A A A A B A A A A B B I/L

Sulfuric acid
vapor C C C C C C A A A B B C C C

Sulfuric acid
free C C C C B B A A A B B C C C

Sulfurous acid C C B B B C A A A A B C C I/L

Tar A A A A A A A A A A A A A A

Trichloroethylene B B B A A A A A A A A B B I/L

Turpentine B B A A A B A A A A A A A A

Vinegar C C A A B A A A A I/L A C C A

Boiler feedwater B C A A C A A A A A A B A A

Distilled water A A A A A A A A A A A B B I/L

Seawater B B B B A A A A A A A C C A

Zinc chloride C C C C C C A A A A B C C I/L

Zinc sulfate C C A A B C A A A A A B B I/L


