
M810

Pneumatic Diaphragm Actuator

M810 Pneumatic Diaphragm Actuator

The M810 pneumatic diaphragm actuator drives the MCV100, MCV200

and MCV300 control-valve series. It converts a pneumatic control

signal into linear stem motion for proportional valve travel.

Its compact multi-spring design provides high output thrust and easy adjustment.

Overall and Connection Dimensions mm

Direct acting Reverse acting

M810D/R pneumatic diaphragm actuator

244

Principal Component Materials Principal Technical Data

Diaphragm case Carbon steel

Diaphragm Nylon-reinforced EPDM or NBR

Stem 304 stainless steel

Yoke WCB

Seal ring Polyurethane

Air supply 300-400 kPa

Air connection Rc 1/4 female thread

Ambient temperature -30 to +70°C

Spring range 40-120 / 60-180 / 80-200 / 80-240 / 120-240 kPa

Sliding bearing Bronze + PTFE

Accessories: positioner, filter regulator, lock-up valve, volume booster, solenoid valve, limit switch, handwheel.

Model Travel A B C D E F G Effective area
(cm2)

Air volume
(cm3) kg

M812D
M812R

Ø60
Ø65

M8 / M10

M12 x 1.25

15

25
1100330 95 20 Ø270 284 310 15

M813D
M813R Ø80

M14 x 1.5

M16 x 1.5

25

40

50

2800

3400

425 125 26 Ø353 366 550 30

M814D
M814R

Ø90
Ø95

M18 x 1.5

M24 x 2

40

50

75

10000550 145 30 Ø473 492 950 65

M815D
M815R

Ø100
Ø105

M27 x 2

M30 x 2

60

75

100

24000730 175 35 Ø583 592 1400 110


