
MCV-521

Plug Control Valve

MCV500 Series High-Performance Control Valves

MCV-521 Plug Control Valve

The MCV-521 uses a ported plug as its closure member. Rotation controls

on-off or throttling flow. Metal-seated, sleeved and fully lined designs

are available. The compact valve is light and easy to operate; lined

or corrosion-resistant sleeved versions suit selected aggressive media.

Pneumatic version: M8300 rack-and-pinion piston actuator,

available in spring-return and double-acting configurations.

Electric version: DCL electronic quarter-turn actuator with high torque,

low noise and adjustable control settings.

Main Specifications and Technical Data

Nominal Size and Rated Cv

Technical Specifications
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Nominal size DN 15-300; ANSI 1/2-12 in.

Pressure class PN 10/16/25/40; ANSI Class 150/300

Flange standard GB/T 9113-2000; HG/T 20592/20615-2009; ASME B16.5; JB/T 79-1994

Face-to-face GB/T 12221-2005; ASME B16.10-2000

Flange facing RF (raised face); MFM (male/female)

Rated travel 90°

Flow characteristic Linear

Seat leakage Class IV (metal); V (sleeved); VI (lined); ASME B16.104; GB/T 4213
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Valve Construction and Features

Sleeved Construction

Rational construction, dependable sealing and smooth operation.

The sleeve seals the plug; a metal lip retains and protects the sleeve.

The cavity-free body discourages accumulation, sediment and scale.

The rotating metal lip provides a self-cleaning action in viscous or scaling duty.

Double-groove seals at the body ports secure the sleeve against displacement;

contact pressure at the sealing interface supports tight shutoff.

Fully Lined Construction

Body and plug passages are lined with FEP or other specified polymers

(PFA, PCTFE, PO or PE); the tapered plug turns freely and seals tightly.

Actuators

Pneumatic Actuator

Model: M8300 compact pneumatic piston actuator.

Type: twin-piston rack-and-pinion quarter-turn actuator.

Materials: extruded aluminum cylinder, die-cast pistons, alloy-steel pinion.

Features: hardened cylinder bore, precise gearing and low-friction PTFE guides;

reversible action and corrosion-protected exterior.

Cylinder bores (mm): 75, 83, 92, 105, 125, 140, 160, 190, 210, 240, 270, 300, 350, 400, 500, 600.

Output torque: 24-40,600 N·m.

Rotation: 90° +5°; 60° +5°.

Electric Actuator

Type: DCL electronic quarter-turn actuator.

Control-circuit options: A, B, C, D, E, F, G and H.

Insulation resistance: 100 MΩ at 250 VDC (24 V), or at 500 VDC (110-380 V).

Dielectric withstand: 500 VAC / 1 min (24 V); 1500 VAC / 1 min (110/220 V);

1800 VAC / 1 min (380 V).

Power supply: 24 VDC, 24 VAC (≤600 N·m), 110/220/380 VAC.

Torque ratings (N·m): 20, 50, 100, 200, 400, 600, 1000, 1600, 2500.

Ingress protection: IP67.

Cable entry: G 1/2 waterproof cable gland.

Manual override: lever handle.

Options: over-torque protection, heater, convex indicator, handwheel.

Ambient temperature: -25 to +55°C.
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Principal Valve-Component Materials

Physical Properties of Principal Lining Materials
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Component
Materials

Sleeved construction Fully lined

Body WCB / CF8 / CF8M / CF3 / CF3M / CD4MCu WCB / CF8

Plug core WCB / 35 forged / CF8 / CF8M / CF3 / CF3M / CD4MCu WCB / CF8

Stem Reinforced PTFE / PFA Reinforced PTFE / PFA

Lining PTFE ETFE / FEP / PCTFE / PVDF / PFA

Seat 304 / 316 / 316L Reinforced PTFE / PFA

Seal ring FKM / silicone rubber FKM / silicone rubber

Property PTFE (F4) PFA FEP (F46) ETFE (F40) PVDF (F2) UHMW-PE

Density (g/cm³) 2.1-2.23 2.12-2.17 2.14-2.17 1.73 1.76 0.935-0.945

Tensile str. (MPa) 19.6-22.2 28-32 19-34 44 45-48.3 30-40

Compressive (MPa) 12 4.2 10.7

Elastic mod. (GPa) 0.76-1.53 0.69-1.2 0.54-0.64 0.88-1.37 1.37-1.77

Shore hardness 55 50-65 55-56 75 80 66

100 100 90 9×10^-5 80

Elongation (%) 200-400 260-300 250-330 300-400 300-450 300-400

Melting point (°C) 327 304 288 256 170 137

Static temp. (°C) -200 to +260 -200 to +260 -150 to +200 -150 to +150 -40 to +150 -169 to +80

Recomm. temp. (°C) ≤150 ≤160 ≤130 ≤100 ≤100 ≤50

Linear expansion
10×0.0001%/°C
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Lining-Material Chemical-Resistance Ratings

Corrosion
resistance

Flat PTFE gasket: operating temperature -40 to +150°C; pressure ≤2.5 MPa.
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Medium Conc. % Temp. °C PTFE PCTFE PVDF FEP PFA

Sulfuric acid 10-98 Ambient-100

Nitric acid 5-98 Ambient-100

Hydrochloric acid 10-38 Ambient-100

Acetic acid 10-100 Ambient-100

Chromic acid 50-100 Ambient-70

Phosphoric acid 50-85 Ambient-100

Chloroform 100 Ambient

Copper sulfate 15 Ambient

Diethyl ether 100 Ambient

Ethyl acetate 100 Ambient

Gasoline 100 Ambient

Hydrogen peroxide 3-30 Ambient

Aqua regia -- Ambient

Nitrobenzene 100 Ambient

Sodium hydroxide 10-50 Ambient-100

Sodium
hypochlorite -- 70

Hydrofluoric acid 40-90 -10 to 30

Fuming
sulfuric acid 20 Ambient

Acrylonitrile -- Ambient

Aniline 100 Ambient

Benzene 100 Ambient

Butyl acetate 100 Ambient

Carbon
tetrachloride Reagent Ambient
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Face-to-Face and Overall Dimensions mm

M8300 pneumatic DCL electric
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DN

Face-to-face L

E

Pneumatic Electric

PN 10/16/25 ANSI 150 ANSI 300 Model ModelH HB B

15 130 108 140 48 M8314 270 287 DCL-10 365 187

20 130 117 152 53 M8314 320 287 DCL-10 370 187

25 140 127 165 58 M8315 355 340 DCL-10 380 187

32 165 140 178 70 M8315 380 340 DCL-10 390 187

40 165 165 190 75 M8316 416 414 DCL-20 425 218

50 203 178 216 83 M8316 430 414 DCL-20 435 218

65 222 190 241 93 M8317 465 476 DCL-40 560 273

80 241 203 283 100 M8318 510 535 DCL-60 575 273

100 305 229 305 118 M8319 530 568 DCL-100 590 273

125 356 254 381 135 M8320 620 668 DCL-100 630 273

150 394 267 403 150 M8321 680 744 DCL-150 750 297

200 457 292 419 190 M8322 730 830 805 297

250 533 330 457 225 M8323 770 920 850 297

300 610 356 502 260 M8324 880 1012 885 297

DCL-200

DCL-250

DCL-250
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Assembled Valve Weight kg

Accessories

Valve positioner

Air-filter regulator

Limit switch

Pneumatic volume booster

Solenoid valve

Valve-position transmitter

Pneumatic lock-up valve

Handwheel

Ordering Information

Please specify:

Valve name and model

Nominal size; seat size / Cv

Pressure class; end connection / flange

Body, lining and trim materials

Plug design; flow characteristic

Actuator type; supply air pressure

Electric supply voltage and signal

Required position on signal / air failure

Medium and corrosivity / suspended solids

Density and operating temperature

Normal, maximum and minimum flow rates

Inlet / outlet pressure, open and closed

Accessories, signal, hazardous-area rating

Oil-, copper- or water-free requirements

Special inspection requirements
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DN

Pneumatic valve Electric valve

Fully lined Sleeved Fully lined Sleeved

PN 10/16/25 Class 150 Class 300 PN 10/16/25 Class 150 Class 300 PN 10/16/25 Class 150 Class 300 PN 10/16/25 Class 150 Class 300

15 10 10 11 14 17 18 12 17 18 9 10 12

20 11 11 12 15 18 19 13 18 20 10 11 13

25 15 15 15 19 21 23 15 19 22 11 12 14

32 16 16 16 20 22 24 18 25 27 12 13 15

40 23 24 25 28 30 32 28 33 35 20 22 23

50 26 27 29 32 34 36 36 37 42 23 25 27

65 37 37 39 43 46 48 59 52 61 38 39 42

80 55 54 60 60 62 65 73 57 66 42 45 51

100 78 78 82 90 91 95 123 82 102 46 50 54

125 115 115 121 129 126 131 161 109 122 50 59 67

150 176 176 189 194 189 204 254 172 209 122 126 139

200 298 298 328 307 293 332 339 209 279 144 194 224

250 429 429 489 452 424 513 430 258 335 168 275 335

300 665 665 685 702 670 725 600 330 495 205 385 405


